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READER SPOT M8

PRODUCT DESCRIPTION
	
The Reader Spot M8 is a very small and elegant spot. The tube, with a diameter of about 25mm and a 
length of  50mm, is 359° rotable and 80° inclinable. 
Can be placed on any surface via M8 fixation and is used as accent light.
 
Aluminium luminaire.

TECHNICAL DATA	
	
Application				    surface
Dimensions				    Ø 25mm - L 50mm
IP rating					     IP20
Power					     100mA
Lifetime L70/F10/65°C			   >60000h
MacAdam ellipse				    3 
Guarantee				    5 year
(*on components, only if ordered luminaire + driver)

Color 
Temperature

Wattage Forward 
Current

Lumen (LED)
(at tp = 65°C)

Lumen/Watt (LED)
(at tp = 65°C)

CRI Energy 
Label

2700K 4W 100mA 420 lm 123 lm/W 90+ E
3000K 4W 100mA 447 lm 131 lm/W 90+ E
4000K 4W 100mA 469 lm 137 lm/W 90+ E

ORDER REFERENCE
	
>  LUMINAIRE     
		

! ORDER REFERENCE   +  W (white) / B (black)

ZUMI1722240118	 	  Reader Spot M8 SLE G7  4W 100mA 420lm 2700K CRI90+ 
ZUMI1722250118		   Reader Spot M8 SLE G7  4W 100mA 447lm 3000K CRI90+ 
ZUMI1722280118	  	  Reader Spot M8 SLE G7  4W 100mA 469lm 4000K CRI90+ 

> DRIVER

to be placed remoted


