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TUBO 900 CRI90+ HO

PRODUCT DESCRIPTION
	
Tubo 900 is a wall luminaire consisting of a pure plexi tube with a diameter of about 80mm 
and a lenght of about  850mm mounted on an aluminium base. 
 

Available in white or black. Other colors on request. 

TECHNICAL DATA	
	
Application				    Wall
Dimensions				    Ø 80mm - L. 900mm
IP rating					     IP20
Power					     230V
Lifetime L70/F10/65°C			   >50000h
MacAdam ellipse				    3 
Guarantee				    5 year

Color 
Temperature

Wattage Forward 
current

Lumen (LED)
(at tp = 65°C)

Lumen/Watt (LED)  
(at tp = 65°C)

CRI Energy 
Label

2700K 32,3W 275mA 3819lm 136 lm/W 90+ D
3000K 30,9W 400mA 3918lm 146 lm/W 90+ D
4000K 30,9W 400mA 4110lm 153 lm/W 90+ D

ORDER REFERENCE
				  
>  LUMINAIRE

! ORDER REFERENCE  + (1) W (white) / B (black)	
		         (2) DD (dali dim)

2700K	 ZUMI1791880119		  TUBO 900 HO LLE-ADV5 32,3W  3819 lm 2700K CRI90+ incl. driver
3000K	 ZUMI1791890119		  TUBO 900 HO LLE-ADV5 30,9W  3918 lm 3000K CRI90+ incl. driver 
4000K	 ZUMI1791900119		  TUBO 900 HO LLE-ADV5 30,9W  4110 lm 4000K CRI90+ incl. driver 

>  DRIVER 

included, if dimmablre Dali, pushDIM
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TUBO 1200 CRI90+ HO

PRODUCT DESCRIPTION
	
Tubo 1200 is a wall luminaire consisting of a pure plexi tube with a diameter of about 80mm 
and a lenght of about  1150mm mounted on an aluminium base. 
 

Available in white or black. Other colors on request. 

TECHNICAL DATA	
	
Application				    Wall
Dimensions				    Ø 80mm - L. 1200mm
IP rating					     IP20
Power					     230V
Lifetime L70/F10/65°C			   >50000h
MacAdam ellipse				    3 
Guarantee				    5 year

Color 
Temperature

Wattage Forward 
current

Lumen (LED)
(at tp = 65°C)

Lumen/Watt (LED)  
(at tp = 65°C)

CRI Energy 
Label

2700K 43,1W 275mA 5092lm 136 lm/W 90+ D
3000K 41,2W 400mA 5224lm 146 lm/W 90+ D
4000K 41,2W 400mA 5480lm 153 lm/W 90+ D

ORDER REFERENCE
				  
>  LUMINAIRE

! ORDER REFERENCE  + (1) W (white) / B (black)	
		         (2) DD ( dali dim) 

2700K	 ZUMI1961880119		  TUBO 1200 HO LLE-ADV5 43,1W  5092 lm 2700K CRI90+ incl. driver
3000K	 ZUMI1961890119		  TUBO 1200 HO LLE-ADV5 41,2W  5224 lm 3000K CRI90+ incl. driver 
4000K	 ZUMI1961900119		  TUBO 1200 HO LLE-ADV5 41,2W  5480 lm 4000K CRI90+ incl. driver 

>  DRIVER 

included, if dimmablre Dali, pushDIM
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TUBO 1700 CRI90+ HO

PRODUCT DESCRIPTION
	
Tubo 1700 is a wall luminaire consisting of a pure plexi tube with a diameter of about 80mm 
and a lenght of about  1650mm mounted on an aluminium base. 
 

Available in white or black. Other colors on request. 

TECHNICAL DATA	
	
Application				    Wall
Dimensions				    Ø 80mm - L. 1700mm
IP rating					     IP20
Power					     230V
Lifetime L70/F10/65°C			   >50000h
MacAdam ellipse				    3 
Guarantee				    5 year

Color 
Temperature

Wattage Forward 
current

Lumen (LED)
(at tp = 65°C)

Lumen/Watt (LED)  
(at tp = 65°C)

CRI Energy 
Label

2700K 64,6W 275mA 7638lm 136 lm/W 90+ D
3000K 61,7W 400mA 7836lm 146 lm/W 90+ D
4000K 61,7W 400mA 8220lm 153 lm/W 90+ D

ORDER REFERENCE
				  
>  LUMINAIRE

! ORDER REFERENCE  + (1) W (white) / B (black)	
		         (2) DD ( dali dim) 

2700K	 ZUMI1971880119		  TUBO 1700 HO LLE-ADV5 64,6W  7638 lm 2700K CRI90+ incl. driver
3000K	 ZUMI1971890119		  TUBO 1700 HO LLE-ADV5 61,7W  7836 lm 3000K CRI90+ incl. driver 
4000K	 ZUMI1971900119		  TUBO 1700 HO LLE-ADV5 61,7W  8220 lm 4000K CRI90+ incl. driver 

>  DRIVER 

included, if dimmablre Dali, pushDIM
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ORDER REFERENCE
	
>  LUMINAIRE     
		
! ORDER REFERENCE   +  W (white) / B (black) 

ZUMI1792880101		  Tubo  PI-LED Dali DT8 HO 31W 48V DC 3000 lm CRI90+ 	

> DRIVER 

Included - dimmable DALI (Only DT8)

TUBO PI LED

PRODUCT DESCRIPTION
	
Tubo is a wall luminaire consisting of a pure plexi tube with a diameter of about 80mm 
and a lenght of about  860mm mounted on an aluminium base. 
The PI-LED-version makes it possible to change color from 1800K to 16000K but also 
to create all additional RGB-colors. This way any atmosphere can be created. 

Available in white or black. Other colors on request. 

TECHNICAL DATA	
	
Application				    Wall
Dimensions				    Ø 80mm - L. 860mm
IP rating					     IP20
Power					     230V
Lifetime L70/F10/65°C			   >50000h
MacAdam ellipse				    3 
Guarantee				    5 year

Color 
Temperature

Wattage Forward 
Current

Lumen (LED)
(at tp = 65°C)

Lumen/Watt (LED) 
(at tp = 65°C)

CRI Energy 
Label

1800K-16000K
RGB HO

31W 500mA 3000 lm 97 lm/W 90+ F


